








Snapshots and Tips from the Industries We Serve

Hotels processing
¢ larger terry items
= and high quality
' bedding require

. greater flexibility
' & . and capacity.

=\ ; . Speed Queen'’s
\ : ‘-“L‘%-mﬁﬁ high-efficiency
laundry systems are designed to meet those challenges,
providing the highest productivity, lowest operating
costs and perfect results.

NFPA 1851 standards for
handling turnout gear are
perhaps the most important
factors to consider in setting
up a laundry. Programmable
controls enable operators

to utilize lower-speed wash
and extract cycles for turnout
gear, while having the option
of higher speeds to trim drying
times for other items.

Hospitals and long-
term care facilities
need fo assess their
incontinence levels
as this will have a
significant impact
on the operation.

- % Obviously, healthcare
facilities demond the highest |eve|s of infection control.
High quality equipment is a must as well as the utmost
consistency in cycles, including water temperatures that
are optimal for the laundry chemicals being used.
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In this market, emphasis is on
processing the greatest amounts

of laundry in the shortest amount

of time, safely. Generally, facilities
demand the largest capacity [
machines. Simple, userfriendly
controls will keep loads moving.
Durability is a must as is water
and energy efficiency to keep
operating costs low.

Towels will be the
major laundry com-
ponent in both spas
and salons. Salons
often benefit from
commercial manual
control washers and
dryers, while spas
are best served by washer-extractors. These machines
attain high extract speeds to remove more water from
larger loads and cut drying time, improving throughput.

Like spas and salons, towels
will make up the maijority of
laundry loads at gyms and
fitness centers. Thus, these
industries will emphasize
speed and efficiency. Man-
agers will want higher spin
speeds to remove more water
and cut drying times, and, as
a result, utility consumption.

For other on-premises
laundry applications,
managers must evaluate
the volume and type
of linens to be pro-
cessed as well as the
space available.
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Hardmount washer-extractors are the standard in
industries such as hotels and health care facilities,
where laundries are located on the ground floor.
These units are secured to the concrete floor, cost
significantly less than their softmount counterparts
and have a proven record of reliability with superior
wash results. Speed Queen, however, delivers
more than just clean results with its SC model
line, which includes 20, 30, 40, 60, 80 and 125
lb units. We understand the demands of an on-
premises laundry also include quality fabric care
to extend linen life, efficient use of water and util-

ities and maximum productivity of staff.

e Speed Queen durability. A heavy-duty Gamma such as drain valves. Adding to the serviceability
A-Frame design increases its stability. Our is the simple key entry to the top lid, while competing
rugged steel cabinet and top construction models require tools to perform the same task.

resists corrosion, while also contributing to the
unit's proven reliability. Heavy-duty bearings
and trunnions help SC models deliver years
of reliable performance.

* Excellent efficiency. SC washer-extractors equipped
with the MicroMaster2 control can keep water
consumption as low as 1 gallon per pound. By

comparison, older units and some competing

* Wide door openings. Doors on the SC are sized models can use as much as 2 to 3 gallons of
to help staff make short work of the often time- water per pound. The end result is a more efficient
consuming tasks of loading and unloading. The on-premises laundry.
quicker your machines are unloaded, the sooner
they're ready for the next load — a major benefit Control Options: MicroMaster2, B-Micro,
to throughput volumes. Standard

Simple chemical dispensing. A self-cleaning, multi-
compartment dispenser automatically adds deter-
gent for prewash and main wash as well as fabric
softener. In addition, tubing and electrical connec-
tions accommodate liquid central supply systems
for greater convenience and improved productivity.

* Ease of serviceability. Removable tops and front
panels limit downtime by giving owners or service
personnel access to the SC’s major components
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Softmount washer-extractors offer an alternative for
specialized applications such as second floors,
where hardmount units aren’t an option. These
washer-extractors don't require special foundations,

because of their suspension systems. While they are

priced higher than hardmounts, softmounts produce
higher G-Force extraction speeds to reduce dry times
for greater utility savings. Speed Queen softmount
washer-extractors are popular units for many on-
premises laundry applications. They boast sizes of
18, 25, 35, 55,75, 100, 135 and 165 lbs and

a variety of features.

e Superior suspension. Heavy-duty suspension tubing and electrical connections for hook-up
components absorb out-of-balance load vibra- to central liquid supply systems — saving further
tions fo produce great washing performance. time and ensuring efficient use of chemicals.

The suspension eliminates the need for special

foundations — lowering installation costs. * Durable door. Speed Queen designed the door of

Eighteen through 55 |b SX models also will fit the SX with the user in mind. lts heavy-duty hinge

st w1 567 dlsr sssring), meling o 5 and handle are built to last, while a large opening

the perfect replacement unit at an ergonomic height helps operators speed

through the loading and unloading process
e Stainless quality. Our rugged steel cabinet and without back strain.
top construction resists corrosion with normal use;
it's also extremely rust resistant. This makes the SX Control Options: P-Control

a reliable performer for your on-premises laundry.

* High spin speed. Ideal for cotton or terry items,
the SX’s high G-Force extraction removes
more water than hardmount washer-extractors.
That means reduced dry times and lower gas
bills. ltems to be ironed even can go directly
from the washer to the flatwork finisher.

* Auto supply injection. An automatic supply system
saves employees time as they aren’t waiting around
to add chemicals. The SX comes equipped with

www.speedqueen.com















Hardmount Washer-Extractors Specifications

Capacity - Ib (kg)

Cylinder Diameter - in (mm)
Cylinder Depth - in (mm)
Cylinder Volume - cu.ft. (liters)
Width - in (mm)

Depth* - in (mm)

Height - in (mm)

G-Factor (High Extract)

Weight - Ib (kg)
Shipping Weight - Ib (kg)
Agency Approval

SC20
20 (9)
21" (533)

26" (660)

83.1
N/A

353 (160)
373 (169)
GE

2-spd
V-spd

US’

*Overall Depth includes drain pipe and door handle.

13 3/4" (349)
2.76 (78.1)

29 13/16" (757)
42 7/8" (1089)

SC30

73.3
NZA

LIS’

30 (13.6)

24" (610)

16" (406)

4.19 (118)

29" (737)

34 13/16" (884)
45 7/8" (1165)

496 (22
519 (235)
CE

SC40

89.9
40/8

5)

US’

Softmount Washer-Extractors Specifications

Capacity - Ib (kg)

Cylinder Diameter - in (mm)
Cylinder Depth - in (mm)
Cylinder Volume - cu.ft. (liters)
Width - in (mm)

Depth - in (mm)

Height - in (mm)

G-Factor (High Extract)
Weight - Ib (kg)

Shipping Weight - Ib (kg)
Agency Approval

Sx18
18 (8)
20 7/8" (530)

(
)
)
)

13" (330

2. 68( 6
6" (660

31 5/16" (796)
39 13/16' (1011)
296
481 (218)
514 (233)
ETl,s, CE

SX25
25 (11)

20 7/8" (530)
17 5/16" (440)
3.35(95)

26" (660)

35 1/4" (896)
39 13/16' (1011)
296

525 (238)

564 (256)
ETl,s, CE

SX35

35 (16)
259/16" (650)
19 3/4" (500)
5.83 (165)

30 11/16" (780)
39 1/4" (998)
46 1/4" (1175)
380

800 (363)

844 (383)
ETl,s, CE

40 (18)

26 1/4" (667)
20 1/4" (514)
6.3 (180
30 5/8"
40 3/16" (1021)
47 7/8" (1216)

686 (311)
710 (322)

SC60
60 (27)
0" (762)
22" (559)
) 9.0 (255)
(778)

93.8
40/85/140
811 (368)
838 (380)
CE

5/140

CGE

US’

SX55

55 (25)

29 1/2" (750)
20 3/4" (530)
8.3 (234)

35 7/16' (900)
39 3/4" (1010)
59 1/16" (1500)
419

1177 (534)
1287 (584)
ETl,s, CE

SX75
75 (34)

60" (1530)
475

ETL,s, CE

Single-Pocket and Stack Tumblers Specifications

Dry Weight Capacity - Ib (kg)
Cylinder Diameter - in (mm)
Cylinder Depth - in (mm)
Cylinder Volume -cu. ft.3 (liters)
Width - in (mm)

Depth - in (mm)

Height - in (mm)

Height (Steam Only) - in (mm)
Weight - Ib (kg)

Shipping Weight - Ib (kg)

Agency Approval

25 Ib
25 (11.3)

26 1/2" (673)
24" (610)
7.7 (217)

28" (711)

40 7/8" (1038)
63 7/8" (1622)
N/A

299 (135)

332 (151)

Gas: CSA Star, CE
Electric: ULs, CE

34 1/16' (865)
42 15/16" (1091)
50 13/16" (1291)

33 7/16" (850)
21 1/8" (537)
10.7 (304)

41 3/4" (1060)
45 1/8' (1147)

1612 (731)
1722 (981)

SC80
80 (36)

36" (914)

22" (559)

12.4 (354)

41 1/2" (1054)
52" (1321)

56 7/8" (1444)
N/A
40/85/140
1346 (610)
1420 (644)
ETlys

SX100

100 (45)
389/16" (980)
23 1/2" (597)
16 (455)

47 1/4" (1200)
52 9/16" (1335)
75 9/16" (1920)
350

3351 (1520)
3741 (1697)
ETl,s, CE

SC125
125 (56.7)
42" (1067)
24" (610)

48" (1219)

N/A

ETls

SX135

135 (61)
389/16" (980)
30 1/2" (775)
20.13 (570)
47 1/4" (1200)
59 1/16" (1500)
75 9/16" (1920)
350

3627 (1645)
4017 (1822)
ETl,s, CE

19.20 (544)

56 3/4 " (1441)
70 1/2" (1791)

40/85/140
2301 (1044)
2384 (1081)

SX165

165 (75)

43 1/8" (1095)
30 1/2" (775)
25.78 (730)
51 1/4" (1300)
63 3/4" (1620)
82 11/16' (2100)
350

4630 (2100)
5181 (2350)

30 Ib
30 (13.6)
26 1/2" (673)
30" (762)

9.6 (271)

28" (711)

46 7/8" (1191)
63 7/8" (1622)
N/A

331 (150)

364 (165)

Gas: CSA Star, CE
Electric: UL, CE

30 Ib Stack

2 x 30 (13.6)
30" (762)

26" (660)

10.3 (301)

31 1/2"(800)
42 3/4" (1089)
76 1/4" (1937)
N/A

544 (247)

582 (264)

Gas: CSA Star, CE
Electric: UL, CE

35 1b
35 (15.9)

0" (762)
30" (762)
12.3 (347)
31 1/2" (800)
46 7/8" (1191)
63 7/8" (1622)
N/A
361 (164)
394 (179)

Gas: CSA Star, CE
Electric: ULs, CE

45 b Stack

2 x 45 (20.4)
33" (838)

30" (762)

14.8 (421)

34 1/2" (876)
48 5/8" (1235)
81 1/16" (2059)
N/A

673 (305)

718 (326)

Gas: CSA Star, CE

50 Ib
50 (23)

37" (939)

30" (762)

18.6 (528)

38 5/8" (981)
47" (1194)

81 1/16" (2059)
80" (2032)

545 (247)

Std: 602 (273)
Slat: 669 (303)

Gas: CSA Star, CE
Electric and Steam:

ETl,s, CE

75 Ib
75 (34)

37" (939)

36" (914)

22.4 (634)

38 5/8" (981)
53" (1346)

76 5/8" (1946)
80" (2032)

615 (279)

Std: 677 (307)
Slat: 742 (337)

Gas: CSA Star, CE
Electric and Steam:

Steam: UL, C Steam: Ul, CE | Steam: Uy, CE | Steam: Ulyg, CE CSA us, CE CSA us, CE

Single-Pocket Tumblers Specifications Continued

120 Ib

120 (54.4)

44" (1118)

41" (1041)

36.1 (1021)

46 19/50 " (1178)

67 3/25" (1725)

85 7/10" (2121) 7 83 1/2" (2177)
1275 (578) / 1375 (624)

1338 (607) / 1446 (656)

Gas: CSA Star, CE
Steam: UL, CE

170 Ib

170 (77.1)

50 3/4" (1289)

42 1/2" (1080)

49.7 (1408)

53 3/25" (1349)

68 17/20" (1749)

94" (2388) / 94" (2388)
1575 (714) / 1675 (760)
1667 (756) / 1776 (806)

Gas: CSA Star, CE
Steam: UL, CE

Dry Weight Capacity - Ib (kg)
Cylinder Diameter - in (mm)

Cylinder Depth - in (mm)

Cylinder Volume -cu. ft.3 (liters)

Width - in (mm)

Depth - in (mm)

Height Gas/Steam - in (mm)

Weight Gas/Steam - Ib (kg)
Shipping Weight Gas/Steam - Ib (kg)
Agency Approval

For more detailed technical information, please visit the Product
section at www.speedqueen.com/comm/opl/products.asp.

For the most accurate information, the installation guide should
be used for all design and construction purposes. Due to
continuous product improvements, design and specifications
subject to change without notice. The quality management system
of Alliance Laundry Systems' Ripon facility has been registered

to ISO 9001:2000.

©Copyright 2007 Alliance Laundry Systems LLC

Printed in the U.S.A.

Printed on paper manufactured with virgin pulp from certified
sources and a minimum of 10% post-consumer recovered fiber.

LA

L%











<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 72
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 72
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 2.40
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 72
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ENU ([Based on '[Smallest File Size]'] Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks true
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        36
        36
        36
        36
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [72 72]
  /PageSize [612.000 792.000]
>> setpagedevice




